
2 697 FT.
14,508 G/A

871 FT.
11,607 G/A

1045 FT.
9672 G/A

1220 FT.
8291 G/A

1394 FT.
7254 G/A

1568 FT.
6448 G/A

1742 FT.
5804 G/A

3 1056 FT.
9587 G/A

1320 FT.
7665 G/A

1584 FT.
6385 G/A

1848 FT.
5471 G/A

2112 FT.
4786 G/A

2376 FT.
4254 G/A

2640 FT.
3832 G/A

4 1415 FT.
7143 G/A

1769 FT.
5722 G/A

2122 FT.
4765 G/A

2476 FT.
4083 G/A

2830 FT.
3575 G/A

3184 FT.
3177 G/A

3538 FT.
2858 G/A

5 1753 FT.
5773 G/A

2191 FT.
4616 G/A

2629 FT.
3846 G/A

3067 FT.
3296 G/A

3506 FT.
2884 G/A

3944 FT.
2563 G/A

4382 FT.
2308 G/A

6 2112 FT.
4786 G/A

2640 FT.
3832 G/A

3168 FT.
3192 G/A

3696 FT.
2736 G/A

4224 FT.
2395 G/A

4752 FT.
2128 G/A

5280 FT.
1915 G/A

7 2471 FT.
4093 G/A

3089 FT.
3772 G/A

3707 FT.
2729 G/A

4324 FT.
2338 G/A

4942 FT.
2046 G/A

5560 FT.
1819 G/A

6177 FT.
1637 G/A

8 2809 FT.
3600 G/A

3511 FT.
2880 G/A

4213 FT.
2400 G/A

4916 FT.
2057 G/A

5618 FT.
1800 G/A

6320 FT.
1600 G/A

7022 FT.
1440 G/A
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UNLOADING TIME - MINUTES

INJECTION APPLICATION RATE S-3250 W/4-SHANK INJECTOR (14’ COVERAGE) GALLONS PER ACRE

This chart is to be used as a guide in application of liquid manure. Consistency of manure can cause variations in unloading time. When straddling 
with additional 2-shanks add 1/2 amount the rate


