
2 697 FT.
20,089 G/A

871 FT.
16,071 G/A

1045 FT.
13,392 G/A

1220 FT.
11,480 G/A

1394 FT.
10,045 G/A

1568 FT.
8928 G/A

1742 FT.
8036 G/A

3 1056 FT.
13,274 G/A

1320 FT.
10,613 G/A

1584 FT.
8840 G/A

1848 FT.
7575 G/A

2112 FT.
6627 G/A

2376 FT.
5890 G/A

2640 FT.
5306 G/A

4 1415 FT.
9890 G/A

1769 FT.
7922 G/A

2122 FT.
6598 G/A

2476 FT.
5653 G/A

2830 FT.
4950 G/A

3184 FT.
4400 G/A

3538 FT.
3958 G/A

5 1753 FT.
7993 G/A

2191 FT.
6392 G/A

2629 FT.
5325 G/A

3067 FT.
4564 G/A

3506 FT.
3992 G/A

3944 FT.
3548 G/A

4382 FT.
3196 G/A

6 2112 FT.
6627 G/A

2640 FT.
5306 G/A

3168 FT.
4420 G/A

3696 FT.
3788 G/A

4224 FT.
3316 G/A

4752 FT.
2947 G/A

5280 FT.
2652 G/A

7 2471 FT.
5667 G/A

3089 FT.
4532 G/A

3707 FT.
3778 G/A

4324 FT.
3237 G/A

4942 FT.
2834 G/A

5560 FT.
2518 G/A

6177 FT.
2267 G/A

8 2809 FT.
4983 G/A

3511 FT.
3990 G/A

4213 FT.
3323 G/A

4916 FT.
2848 G/A

5618 FT.
2492 G/A

6320 FT.
2215 G/A

7022 FT.
2000 G/A
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UNLOADING TIME - MINUTES

INJECTION APPLICATION RATE S-4500 W/4-SHANK INJECTOR (14’ COVERAGE) GALLONS PER ACRE

This chart is to be used as a guide in application of liquid manure. Consistency of manure can cause variations in unloading time. When straddling 
with additional 2-shanks add 1/2 amount the rate


